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SECTION A - SUPPLEMENTAL INFORMATION

Amendment 0006

The purpose of Amendment 0006 to solicitation DAAE07-02-R-T132 changes the following ATPD 2301 requirements.

The following changes in Attachment 1 ATPD-2301 HMEE are:

1.  Paragraph 2.2.1 Specification, standards and handbooks

Under SOCIETY OF AUTOMOTIVE ENGINEERS, Change to add the standard:

  J1453   - Fitting -- O-Ring Face Seal.

2.  Paragraph 3.2.3.3.4 Ports, fittings and connections.

Paragraph as released with solicitation:

All ports, fittings, and connections sized larger than 1-inch shall be the 4-bolt, split flange type conforming to SAE J518.  For sizes

1-inch or less:

   a. Ports shall have the straight-thread, O-ring type in accordance with SAE J514.

   b. Tube fittings shall have 37-degree flared type in accordance with SAE J514, except straight fittings shall be used when directly

      connecting to a port.

   c. Hose fittings shall be the 37-degree flared swivel type in accordance with SAE J516. Port, fitting, and line sizes shall be

      limited to 1/4, 5/16, 3/8, 1/2, 3/4, 1, 1 1/4, 1 1/2, and 2-inch.

Paragraph changed to reflect a performance specification and incorporate the SAE J1453 standard (replace entire paragraph):

All hydraulic ports, fittings and connections shall conform to SAE J514, J516, J518 and J1453 as applicable.  Pressure tube fittings

shall have a minimum burst pressure 3 times the operating pressure.

3.  Paragraph 3.2.3.5.4 Wheels

Paragraph as released with solicitation:

The tractor shall be equipped with single tire and wheel assemblies on each axle.  The rims shall be of a single-piece construction, and

conform to Tire and Rim Association recommendations for the type and size of tire furnished.  All tire and wheel assemblies shall be

balanced; and be identical.  Rims shall be IAW FMVSS 119.  The tractor shall be equipped with multi-purpose, all traction non-

directional tread, tubeless, radial tires, with ratings conforming to Tire and Rim Association recommendations for the type and size of

tire.  Tires shall be equipped with adequate valve extensions, with valve caps, mounted to permit checking tire inflation using only the

on-board pressure gauge (see 3.2.3.9).  Ballast or hydro-inflation of tires is not permissible, but a run-flat feature is required.  A

spare tire and wheel assembly identical to those provided on the axles shall be furnished, mounted on a spare tire carrier installed in

a readily accessible location.  A Central Tire Inflation System is desired.

Paragraph is changed to reflect the option of having a bolt-together rim (second sentence only):

The tractor shall be equipped with single tire and wheel assemblies on each axle.  The rims shall be of either a single-piece or bolt-

together type construction, and conform to Tire and Rim Association recommendations for the type and size of tire furnished.  All tire

and wheel assemblies shall be balanced; and be identical.  Rims shall be IAW FMVSS 119.  The tractor shall be equipped with multi-

purpose, all traction non-directional tread, tubeless, radial tires, with ratings conforming to Tire and Rim Association recommendations

for the type and size of tire.  Tires shall be equipped with adequate valve extensions, with valve caps, mounted to permit checking tire

inflation using only the on-board pressure gauge (see 3.2.3.9).  Ballast or hydro-inflation of tires is not permissible, but a run-flat

feature is required.  A spare tire and wheel assembly identical to those provided on the axles shall be furnished, mounted on a spare

tire carrier installed in a readily accessible location.  A Central Tire Inflation System is desired.

4.  Paragraph 3.2.3.5.5 Service Brakes, third sentence only:

Paragraph 3.2.3.5.5 Service Brakes, third sentence as released with solicitation:

The brake system shall allow use of brake fluid compatible with MIL-PRF-46176 and meet the requirements specified in 3.3.2.5.

Paragraph 3.2.3.5.5 Service Brakes, third sentence edited for clarification:
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A hydraulic brake system shall allow use of brake fluid compatible with MIL-PRF-46176 and meet the requirements specified in 3.3.2.5.

                                               *** END OF NARRATIVE A 007 ***
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